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INSTALLATION INSTRUCTIONS 
DESCRIPTION: Storage Cover 
PART NUMBER: BD5-F81A0-V0 
MODEL:  ‘19~ Niken; ’09-’18 FJR1300A; ’14-’18 FJR 1300ES 
  ’15-’17 FJ-09 (all); ‘18~ Tracer (all);  
 
 
 
 
 
 
 
 
 
PARTS LIST: 
No. Part Number Description Qty 

-- BD5-F81A0-V0 Storage Cover -- 
① * Cover 1 

* Part supplied with kit only and not available separately.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

① Fig. 1 

Unzip this section to provide 
additional cover space for 
storage if you have installed 
a top box to the bike. 

Loops to attach a cable lock are 
sewn into the base of the cover. 

WARRANTY INFORMATION: 
In the United States, see your authorized Yamaha 
dealer for a copy of the Yamaha Genuine Parts and 
Accessories Limited Warranty. 
DEALER OR INSTALLER: 
These instructions contain important information for 
future reference and must be given to the customer.  

 
Please read and understand these instructions 
completely before installation to avoid possible 
injury, or damage to the accessory or vehicle.  

PREPARATION: 
• Stand motorcycle on a secure and level surface. 
• Clean all dust, grease and road grime from motorcycle before installing cover 
 
INSTALLATION: 

 
Do not install cover until vehicle has cooled to the touch.  Hot engine or exhaust parts could cause 
burns or damage the cover.  Keep cover away from flame or other sources of ignition. 
1. Start at the back of the vehicle and work the cover over the front. 
2. Ensure heat-resistant reflective lining covers muffler area. 
3. There are two loops sewn into the bottom of the cover that can be used to secure the cover to the bike 

with a cable lock. 
4. If the bike is going to be stored for an extended period of time, take appropriate storage measures. 
 
CARE AND CLEANING: 
Use a mild detergent with cold water on gentle cycle. Run rinse cycle twice to ensure soap is rinsed from 
cover. Hang cover to dry. Don’t use a heated dryer. 
 
CUSTOMER SERVICE: For further information see your Yamaha dealer. 
 
ESTIMATED TIME TO INSTALL: 0.1 hr. 
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